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§84.43 Quality control records; review
by the Institute; revocation of ap-
proval.

(a) The applicant shall keep quality
control inspection records sufficient to
carry out the procedures required in
MIL-STD-414, 11 June 1957, including
Change Notice No. 1, ““Sampling Proce-
dures and Tables for Inspection by
Variables for Percent Defective,” or an
approved equivalent sampling proce-
dure. MIL-STD-105D, 29 April 1963,
“Sampling Procedures and Tables for
Inspection by Attributes,” is an exam-
ple of an approved equivalent sampling
procedure. MIL-STD-414 is incor-
porated by reference and has been ap-
proved by the Director of the Federal
Register in accordance with 5 U.S.C.
5b2(a) and 1 CFR part 51. Copies may be
obtained from DODSSP, Standardiza-
tion Document Order Desk, 700 Robbins
Avenue, Bldg. 4D, Philadelphia, Pa.
19111-5094. Copies may be inspected at
the NIOSH, Certification and Quality
Assurance Branch, 1095 Willowdale
Road, Morgantown, WV 26505-2888, or
at the National Archives and Records
Administration (NARA). For informa-
tion on the availability of this mate-
rial at NARA, call 202-741-6030, or go
to: hitp://www.archives.gov/
federal register/
code of federal regulations/
ibr locations.hitml. Copies of MIL-STD-
105D may be inspected or obtained from
the NIOSH, Certification and Quality
Assurance Branch, 1095 Willowdale
Road, Morgantown, WV 26505-2888.

(b) The Institute reserves the right to
have its representatives inspect the ap-
plicant’s quality control test methods,
equipment, and records, and to inter-
view any employee or agent of the ap-
plicant in regard to quality control
test methods, equipment, and records.

(c) The Institute reserves the right to
revoke, for cause, any certificate of ap-
proval where it is found that the appli-
cant’s quality control test methods,
equipment, or records do not ensure ef-
fective quality control over the res-
pirator for which the approval was
issued.

(The information collections contained in
this section are approved under OMB control
number 0920-0109)

§84.53

Subpart F—Classification of Ap-
proved Respirators; Scope of
Approval; Atmospheric Haz-
ards; Service Time

§84.50 Types of respirators to be ap-
proved; scope of approval.

Approvals shall be issued for the
types of respirators which have been
classified pursuant to this subpart F,
have been inspected, examined and
tested by the Institute, in accordance
with the provisions of subparts G
through L of this part, and have been
found to provide respiratory protection
for fixed periods of time against the
hazards specified in such approval.

§84.51 Entry and escape, or escape
only; classification.

Respirators described in subparts H
through L of this part shall be classi-
fied for use as follows:

(a) Entry and escape. Respirators de-
signed and approved for use during
entry into a hazardous atmosphere,
and for escape from a hazardous atmos-
phere; or

(b) Escape only. Respirators designed
and approved for use only during es-
cape from a hazardous atmosphere.

§84.52 Respiratory hazards; classifica-
tion.

Respirators described in subparts H
through L of this part shall be classi-
fied as approved for use against any or
all of the following respiratory haz-
ards:

(a) Oxygen deficiency;

(b) Gases and vapors; and

(c) Particles, including dusts, fumes
and mists.

§84.53 Service time; classification.

(a) Respirators described in subparts
H through L of this part shall be classi-
fied, where applicable, as approved for
use during the following prescribed
service times:

(1) Four hours;

(2) Three hours;

(3) Two hours;

(4) One hour;

(5) Forty-five minutes;

(6) Thirty minutes;

(7) Fifteen minutes;

(8) Ten minutes;

(9) Five minutes; or
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